Bringing High-Quality, v2 LED Lighting to Modern Catenary Applications.

Introducing the catenary mounting accessory, a robust, weatherproof solution for mounting v2 luminaires on your catenary system to create inviting spaces.

Offered in metallic gray or stealth black, it supports both low voltage and line voltage wiring. The catenary mounting accessory is compatible with all CORE, QUBE, TUBE and TILT pendants and surface mounts, extending the mounting capabilities of our high-performance, wet-listed luminaires.
SPECS:

- Compatible with all CORE, QUBE, TUBE & TILT pendants and surface mount fixtures
- Dimensions: 7” x 3” x 2”
- Weight: 1 lb. [0.45 kg]
- Standard finishes: MG = Metallic Gray
  BK = Stealth Black
- Supports Direct Mount, Rigid Stem & Aircraft Cable suspension
- UL Listed wiring compartment
- Die-cast copper-free aluminum with epoxy powder coating All stainless steel hardware
- Catenary cable diameter range: 1/8” - 5/16” [3 - 8mm]
  Larger cable diameters upon request
- Power cord diameter clamping range: 0.2 - 0.47” [5 - 12mm]
  (power cord supplied by customer or purchased from v2)
- Direct Mount = fixture must be ordered as surface mount Rigid & Aircraft Cable = fixture must be ordered as pendant

DRIVERS:

v2 fixtures utilizes LED drivers.

Drivers may be located internally in some fixtures or remote for all fixtures.

- For remote driver configuration, driver must be sized for # of fixtures and total lumens per circuit (contact v2 with fixture type and layout)

Driver Placement Chart (Based on fixture type)

<table>
<thead>
<tr>
<th>CORE</th>
<th>CX</th>
<th>LX</th>
<th>SX</th>
<th>QUBE</th>
<th>LX</th>
<th>SX</th>
<th>TUBE</th>
<th>LX</th>
<th>SX</th>
<th>TILT</th>
<th>LX</th>
<th>SX</th>
</tr>
</thead>
<tbody>
<tr>
<td>200</td>
<td>R</td>
<td>R</td>
<td>R</td>
<td>200</td>
<td>R</td>
<td>R</td>
<td>200</td>
<td>R</td>
<td>R</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>300</td>
<td>I/R</td>
<td>I/R</td>
<td>R</td>
<td>300</td>
<td>I/R</td>
<td>I/R</td>
<td>300</td>
<td>I/R</td>
<td>I/R</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>400</td>
<td>I/R</td>
<td>I/R</td>
<td>R</td>
<td>400</td>
<td>I/R</td>
<td>I/R</td>
<td>400</td>
<td>I/R</td>
<td>I/R</td>
<td></td>
<td></td>
<td></td>
</tr>
</tbody>
</table>

R = Remote  I = Internal

ORDERING LOGIC:

Catenary Mounting Accessory  | Option Code (Metallic Gray)  | Option Code (Black)
---|---|---
Direct Mount: fixture must be ordered as surface mount  | CAT-MG-DM  | CAT-BK-DM
Rigid Stem* (##=stem length in inches): fixture must be ordered as pendant with rigid stem  | CAT-MG-RS##  | CAT-BK-RS##
Aircraft Cable (96” max, field adjustable): fixture must be ordered as pendant with aircraft cable  | CAT-MG-A/C  | CAT-BK-A/C

*Not recommended for high-wind locations

Power Cord (Black, UV-Stable, Wet Location)

<table>
<thead>
<tr>
<th>Power Cord (Black, UV-Stable, Wet Location)</th>
<th>Weight</th>
<th>Part Number</th>
</tr>
</thead>
<tbody>
<tr>
<td>Catenary Cord, 18/2 2 wire: for remote driver applications</td>
<td>1.0 oz./ft. [89 g/m]</td>
<td>202-0045</td>
</tr>
<tr>
<td>Catenary Cord, 18/3 3 wire: for internal driver applications, non-dim and phase dimming</td>
<td>1.2 oz./ft. [112 g/m]</td>
<td>202-0046</td>
</tr>
<tr>
<td>Catenary Cord, 18/5 5 wire: for internal driver applications with 0-10V dimming</td>
<td>1.7 oz./ft. [157 g/m]</td>
<td>202-0047</td>
</tr>
</tbody>
</table>

Cable Ties

<table>
<thead>
<tr>
<th>Cable Ties</th>
<th>Part Number</th>
</tr>
</thead>
<tbody>
<tr>
<td>Stainless Steel (Bundles of 10)</td>
<td>408-0031</td>
</tr>
<tr>
<td>Nylon 12, Black, UV-Resistant (Bundles of 10)</td>
<td>408-0032</td>
</tr>
</tbody>
</table>

rev 160913 ©2016 v2 Lighting Group, Inc. Specifications subject to change without notice.